§1918.4

obtained from the issuing organiza-
tions. The materials are available for
purchase at the corresponding address-
es of the private standards organiza-
tions noted in paragraph (b) of this sec-
tion. In addition, all are available for
inspection through the OSHA Docket
Office, room N2625, U.S. Department of
Labor, 200 Constitution Ave., Wash-
ington, DC 20210, or any of OSHA’s re-
gional offices or at the National Ar-
chives and Records Administration
(NARA). For information on the avail-
ability of this material at NARA, call
202-741-6030, or go to: http:/
www.archives.gov/federal register/

code of federal regulations/
ibr__locations.html.

(b) The following material is avail-
able for purchase from the American
National Standards Institute (ANSI),
11 West 42nd St., New York, NY 10036:

(1) ANSI A14.1-1990, Safety Require-
ments for Portable Wood Ladders; IBR
approved for §1918.24(g)(1).

(2) ANSI A14.2-1990, Safety Require-
ments for Portable Metal Ladders; IBR
approved for §1918.24(g)(2).

(3) ANSI A14.5-1992, Safety Require-
ments for Portable Reinforced Plastic
Ladders; IBR approved for
§1918.24(g2)(3).

(4) ANSI Z-87.1-1989, Practice for Oc-
cupational and Educational Eye and
Face Protection; IBR approved for
§1918.101(a)(1).

(5) ANSI Z-89.1-1986, Personnel Pro-
tection-Protective Headwear for Indus-
trial Workers-Requirements; IBR ap-
proved for §1918.103(b).

(6) ANSI Z-41-1991, American Na-
tional Standard for Personal Protec-
tion-Protective Footwear; IBR ap-
proved for §1918.104(b).

[62 FR 40202, July 25, 1997,
FR 18803, Apr. 9, 2004]

§1918.4 OMB control numbers under
the Paperwork Reduction Act.

The following list identifies the 29
CFR citations for sections or para-
graphs in this part that contain a col-
lection of information requirement ap-
proved by the Office of Management
and Budget (OMB). The list also pro-
vides the control number assigned by
OMB to each approved requirement;
control number 1218-0196 expires on
May 31, 2002 and control number 1218-

as amended at 69
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0003 expires on July 31, 2001. The list
follows:

29 CFR citation OMB control
0.

1918.22(g) 1218-0196
1918.24()(1) ... 1218-0196
1918.61(b)(2) 1218-0196
1918.61(c) . 1218-0196
1918.61(f)(1) ... e 1218-0003
1918.61(H(2) ... 1218-0003
1918.61(g) - 1218-0003
1918.61(h) .. 1218-0003
1918.61(i) .. 1218-0003
1918.62(0)(1) .. 1218-0196
1918.62(b)(5) .. 1218-0196
1918.62(c)(1) .. 1218-0196
1918.62(d)(1) 1218-0196
1918.62(0)(3) 1218-0196
1918.62(g)(4) 1218-0196
1918.62(n)(1) .. | 1218-0196
1918.62(h)(3)(ii) . .| 1218-0196
1918.62(h)(4) .. 1218-0196
1918.64(K)(1) .. 1218-0196
1918.64(K)(2) .. 1218-0196
1918.65(b)(1) .. 1218-0196
1918.66(a)(2) .. 1218-0196
1918.66(a)(8) .. 1218-0196
1918.66(a)(9) .. 1218-0196
1918.66(a)(1 1218-0196
1918.66(3)(15) 1218-0196
1918.66(d)(2 1218-0196
1918.66(d)(4) .. 1218-0196
1918.66(f)(1)(v) 1218-0196
1918.85(a) ... 1218-0196
1918.85(0)(4)(ii) - 1218-0196
1918.85(K)(13) 1218-0196
1918.86(b) ...... 1218-0196
1918.86(¢) .. 1218-0196
1918.86(q) . 1218-0196
1918.86(h) . 1218-0196
1918.93(b) ..... | 1218-0196
1918.93(d)(4) ... [ 1218-0196
1918.94(c) .. 1218-0196
1918.96(e)(2) 1218-0196
1918.97(d)(7) .. 1218-0196
1918.100(a) ... 1218-0196
1918.100(e)(3) ... 1218-0196

[64 FR 61506, Nov. 12, 1999]

Subpart B—Gear Cerlification

§1918.11 Gear certification (See also
§§1918.2, definition of “Vessel’s
cargo handling gear” and 1918.51).

(a) The employer shall not use the
vessel’s cargo handling gear until it
has been ascertained that the vessel
has a current and valid cargo gear reg-
ister and certificates that in form and
content are in accordance with the rec-
ommendations of the International
Labor Office, as set forth in appendix I
of this part, and as provided by Inter-
national Labor Organization Conven-
tion No. 152, and that shows that the
cargo gear has been tested, examined
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and heat treated by or under the super-
vision of persons or organizations de-
fined as competent to make register
entries and issue certificates pursuant
to paragraphs (b) and (c¢) of this sec-
tion.

(1) Annual thorough examinations
under ILO 152 are required after July
27, 1998.

(2) Testing under ILO 152 is required
after July 16, 2001.

(3) In the interim period(s), prior to
the effective dates noted in paragraph
(a) (1) and (2), vessels with cargo gear
and a cargo gear register according to
ILO 32 are deemed to meet the require-
ments of this paragraph (a).

(b) Public vessels and vessels holding
a valid Certificate of Inspection issued
by the U.S. Coast Guard pursuant to 46
CFR part 91 are deemed to meet the re-
quirements of paragraph (a) of this sec-
tion.

(c) With respect to U.S. vessels not
holding a valid Certificate of Inspec-
tion issued by the U.S. Coast Guard,
entries in the registers and the
issuance of certificates required by
paragraph (a) of this section shall be
made only by competent persons cur-
rently accredited by the U.S. Depart-
ment of Labor (OSHA) for full function
vessels or loose gear and wire rope test-
ing, as appropriate, as provided in part
1919 of this chapter.

(d) With respect to vessels under for-
eign registries, persons or organiza-
tions competent to make entries in the
registers and issue the certificates re-
quired by paragraph (a) of this section
shall be:

(1) Those acceptable as such to any
foreign nation;

(2) Those acceptable to the Com-
mandant of the U.S. Coast Guard; or

(3) Those currently accredited by the
U.S. Department of Labor (OSHA), for
full function vessels or loose gear and
wire rope testing, as appropriate and as
provided in part 1919 of this chapter.

Subpart C—Gangways and Other
Means of Access

§1918.21 General requirements.

The employer shall not permit em-
ployees to board or leave any vessel,
except a barge or river towboat, until

§1918.22

all of the applicable requirements of
this subpart have been met.

(a) If possible, the vessel’s means of
access shall be located so that sus-
pended loads do not pass over it. In any
event, suspended loads shall not be
passed over the means of access while
employees or others are on it.

(b) When the upper end of the means
of access rests on or is flush with the
top of the bulwark, substantial steps,
properly secured, trimmed and
equipped with at least one substantial
handrail, 33 inches (.84 m) in height,
shall be provided between the top of
the bulwark and the deck.

(c) The means of access shall be illu-
minated for its full length in accord-
ance with §1918.92.2

§1918.22 Gangways.

(a) Whenever practicable, a gangway
of not less than 20 inches (.51 m) in
width, of adequate strength, main-
tained in safe repair and safely secured
shall be used. If a gangway is not prac-
ticable, a straight ladder meeting the
requirements of §1918.24 that extends
at least 36 inches (.91 m) above the
upper landing surface and is secured
against shifting or slipping shall be
provided. When conditions are such
that neither a gangway nor straight
ladder can be used, a Jacob’s ladder
meeting the requirements of §1918.23
may be used.

(b) Each side of the gangway, and the
turntable, if used, shall have a hand
rail with a minimum height of 33
inches (.84 m) measured perpendicu-
larly from rail to walking surfaces at
the stanchion, with a midrail. Rails
shall be of wood, pipe, chain, wire, rope
or materials of equivalent strength and
shall be Kkept taut always. Portable
stanchions supporting railings shall be
supported or secured to prevent acci-
dental dislodgement.

(c) The gangway shall be kept prop-
erly trimmed.

(d) When a fixed flat tread accommo-
dation ladder is used, and the angle is
low enough to require employees to
walk on the edge of the treads, cleated

2§1918.92 requires, along with other re-
quirements, an average light intensity of
five foot-candles (54 lux).
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